
General characteristics

Sensor principle Pt100

Measuring range -30 … 70 °C

Output signal 4 … 20 mA, ISDS

Mechanical measuring connection Permanent magnet

Electrical measuring connector M16 x 0.75, 6-pin*

Measuring accuracy @ 25°C  1% of full scale

Ambient temperature -40 … 85 °C

Body material Stainless steel

Weight 145 g

IP degree of protection IP67 (DIN EN 60529)

Sensor Temperature range Part No.

HySense® TE 400 -30 … 70 °C 3408-C6H0-0131Z1S

Sensors
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 HySense TE 400  HYDROTECHNIK GmbH
 Holzheimer Str. 94-96
 D-65549 Limburg
 Tel.: +49 6431 4004-0
 www.hydrotechnik.com
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  Zeichnungsnummer/drawing no.

 Z 3408-C6H0-0131Z1S
  Datum/date Revision  Dokumentenart/

 document type
 Dokumentenstatus/
 document state
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 release-no.

 Blatt/sheet

-  0  Kundenzeichnung  In Bearbeitung  -  -  1/1

G
ed

ru
ck

t v
on

 m
el

is
sa

ri 
am

 2
2.

08
.2

01
9

NEW

* More available upon request

Dimensions in mm

The HySense® TE 400 is a high-precision surface thermometer that can be attached to metal surfaces quickly 

and easily with the help of its integrated permanent magnet.

HySense® TE 400


